CineTension 3 WraithVeil Dual® Dimensions Table

Screen Screen Bottom of
Weight material material el Case to Top Screen Case Case
. Case Viewable Screen 6 ) ) Height Viewable Overall Bottom Black Case Material width height Case
Nominal Aspect ) ) ) ) Bar distanceto distance ) End of ) ) ) )
Model Number Diagonal Ratio Screen Material Gain Length Width Width Length  left end to right w/ Height Weight Height Edge Masking Width to Wall w/ w/ Height
E (A) (A1) (A2) E E Bracket (B1) E ((:E)] (B4) Border (C) Distance bracket bracket (C4)
(A3) cap end cap (8) Bar (85) (c1) () (C3)
(A4) (A5) (B2)
Unit: inch
TE100HR3-DUAL 100" 16:9 | WraithVeil Dual® | 0.8 | 103.0 87.2 94.6 98.4 7.1 6.7 71.5 49.0 64.8 69.5 3.8 12.0 4.8 0.9 5.2 6.7 4.7
TE110HR3-DUAL 110" 16:9 | WraithVeil Dual® | 0.8 | 113.4 95.9 104.5 | 108.9 7.1 6.7 76.4 53.9 69.7 74.4 3.8 12.0 4.8 0.9 5.2 6.7 4.7
TE120HR3-DUAL 120" 16:9 | WraithVeil Dual® | 0.8 | 122.3 104.6 113.3 | 117.8 7.1 6.7 81.3 58.8 74.6 79.3 3.8 12.0 4.8 0.9 5.2 6.7 4.7
TE135HR3-DUAL 135" 16:9 | WraithVeil Dual® | 0.8 | 135.4 117.7 126.3 | 130.9 7.1 6.7 82.6 66.2 75.9 80.7 3.8 6.0 4.8 0.9 5.2 6.7 4.7

TE150HR3-DUAL 150" 16:9 | WraithVeil Dual® | 0.8 | 149.7 130.7 139.4 | 145.2 7.1 6.7 88.0 73.5 81.3 86.1 3.8 4.0 4.8 0.9 5.2 6.7

Unit: mm
TE100HR3-DUAL 100" 16:9 | WraithVeil Dual® | 0.8 | 2615 2214 2404 | 2500 180 170 1816 1245 1646 1766 96 305 122 24 132 170 120
TE110HR3-DUAL 110" 16:9 | WraithVeil Dual® | 0.8 | 2880 2435 2655 | 2765 180 170 1941 1370 1771 1891 96 305 122 24 132 170 120
TE120HR3-DUAL 120" 16:9 | WraithVeil Dual® | 0.8 | 3107 2657 2877 | 2992 180 170 2065 1494 1895 2015 96 305 122 24 132 170 120
TE135HR3-DUAL 135" 16:9 | WraithVeil Dual® | 0.8 | 3440 2989 3209 | 3325 180 170 2099 1681 1929 2049 96 152 122 24 132 170 120
TE150HR3-DUAL 150" 16:9 | WraithVeil Dual® | 0.8 | 3802 3321 3541 | 3687 180 170 2236 1868 2066 2186 96 102 122 24 132 170 120

Note: Data Error may be +1"

The listed measurements are for general reference only. Please contact Elite Screens to verify product design and dimensions before attempting to integrate its products with any structural or furniture modification. Although
a manufacturer may offer product advice, it may be taken or disregarded at the integrator’s discretion. Elite Screens will not be held responsible or be otherwise liable for faulty installations.
Screen materials may expand and contract slightly over time. Elite Screens allows a 1.5% tolerance within the viewing surface.
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